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	95 Goodwin Street

East Hartford, CT  06108



January 1, 2009

Re:  Hybri-Flex MQ-LEED Product Information

Heat Island Effect-Non-Roof
Topcoats for the Hybri-Flex MQ system may have a Solar Reflective Index (SRI) value of at least 29 and may therefore contribute to earning points for LEED SS Credit 7.1 Heat Island Effect-Non-Roof.
Construction Waste Management
Hybri-Flex MQ containers are recycled/recyclable HDPE or recycled/recyclable paper and corrugated and therefore are easily recycled with waste management programs.  Only the amount of material that is required for the particular installation is mixed and placed which eliminates product generated waste.  This may contribute to earning points for LEED MR Credit 2.1 & 2.2:  Construction Waste Management.
Regional Material

Material used for the Hybri-Flex MQ system is manufactured in East Hartford, CT.  Therefore projects that fall within a 500 mile radius of this location are considered to be locally produced material and may contribute to earn LEED MR Credit 5.1 & 5.2 points:  Regional Materials and Manufactured Regionally.

Rapidly Renewable Material
Poly-Crete resin part of the Hybri-Flex MQ system contains material derived from castor beans and water.  The rapidly renewable content of combined resin and hardener is approximately 42 %.  This may contribute to earning points for LEED MR Credit 2.1 & 2.2.

Low-Emitting Material

The materials used in the Hybri-Flex MQ system meet the required VOC requirements and therefore could contribute to LEED EQ Credit 4.2: Low-Emitting Material-Paints & Coatings.
· Poly-Crete MDSL contains 0 g/L volatile organic content (VOC)
· Cryl-A-Glaze contains <100 g/L volatile organic content (VOC)

· Cryl-A-Top contains <100 g/L volatile organic content (VOC)
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Regards:

LEED Administrator
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